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Flexible In use and simple to transport

With the electric stairlift

you can transport the
Kinolift in an uncomplicated manner
up and down stairs. The device raises
or, as the case may be, lowers the
complete unit over the particular
step.

{QVZZ The well thought-out
Kinolift can also be used
in a simple manner between closely
spaced rows of seats. Just push the

basic unit on its rollers to the desired
position in the cinema.
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{g\/jg The high arms are also
well thought-out. They
extend above the seats and in this
way give the Kinolift stability and
security. They can be adjusted for

height and can cope with every on-
the-spot situation.

The Kinolift can still be

moved with the rollers
even after the basic unit has been
built up. Thus it is child's play to

move it to each desired position in
the particular row of seats.
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Working height 10.00!m ,.,. 1 :
Payload 140 kg Z il -
Installation height 1.99 m= ik W
Width 0.41m

Power drive 230 V

Control voltage 24V

Assembly with 2 persons

Assembly time approx. 10 minutes W

%ZZ After the desired position
has been reached, the
rollers are released and the Kinolift

is secured with the aid of its support
feet.

The basket for persons
and materials is now sim-
ply suspended from the brackets

provided for this. The basket imme-
diately sits firmly and safely.
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% The 230V drive of the
Kinolift is mounted on a
separate elevating truck and can be
placed at a distance of maximum

10 m next to, in front of or behind
the Kinolift.
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In just some 10 minutes

two persons can assemble
the Kinolift and can then make
an immediate start on the work that
has been planned. Regardless of
whether you decide to buy or rent
the Kinolift, you will be familiarized

with it by our experts before using
the system the first time.
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